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—	 Additionally prevents the escape of cold smoke and thus protects 
against poisoning

—	 Ideal for rooms in which the supply and exhaust air is routed via 
the ceiling cavity

smoke, air and dust tight for installation in self rated fire protecting suspended ceilings
with circumferential EPDM hollow chamber seal and plasterboard inlay, with concealed snap locks and safety catch arms

Alumatic EI30 access panel

Tested for fire protection class EI30 according to DIN EN 1364-2 in conjunction with DIN EN 1363-1. Tested for smoke tightness according to DIN 
EN 1634-3. Tested for air permeability according to DIN EN 1026 and DIN EN 12207. Test results in the best classification level (window class 4).

Built-in gypsum plaster fire protection board DF, 2 x 12.5 mm, 2-part fire protection set made of DF, removable panel lid.
Mounting frame and panel lid made of torsion-resistant anodised quality extruded aluminium profile, fire protection set made of gypsum 
plaster fire protection boards.

Classification report is available upon request.

Clear opening: A3 -12 mm / B3 -32 mm
Construction opening dimension: 
A1 +5 mm / B1 +5 mm
Fire-protection set: A2 +141 mm / B2 +141 mm

—	 Used especially in clean rooms and operating theatres where 
special air management (over/ underpressure) is required

Certif
ied

2 x 12.5 mm gypsum plasterboard inlay DF according to DIN EN 520 - EI30 (a –> b)

Order no. Size Installation dimension Outer dimension Clear width Depth Weight (kg) 

A	 x	 B (V)	 A1  x  B1 A2  x  B2 A3  x  B3 T1 T2

22-918 300	 x	 300 300	 x	 300 341	 x	 341 251	 x	 251 25.5 47 9.1

22-919 400	 x	 400 400	 x	 400 441	 x	 441 351	 x	 351 25.5 47 13.1

22-921 500	 x	 500 500	 x	 500 541	 x	 541 	 451	 x	 451 25.5 47 18.6

22-922 600	 x	 600 600	 x	 600 641	 x	 641 551	 x	 551 25.5 47 24.4

All dimensions are in mm / (V) = lock side The definition of the dimensions and further information can be found on page 8
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Custom-made products and 
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on request (50 mm grid)
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is to be assigned to the lock side
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www.semin-verputz.de

Advertisement

ULTRA LIGHT FILLER

Ready to use and lightweight, SEM-LIGHT makes 
filling and smoothing work easy. 

With no shrinkage in one coat and fast drying, it 
allows quicker covering and therefore saves time 
on site.

  ADVANTAGES

• �Very light
paste

• �Fast drying

• �Non-shrink 
filling and
smoothing
in one coat

Lightweight interior filling and 
smoothing compound

SEM-LIGHT

www.semin-plaster.com

SEMIN SAS 
1A rue de la gare 
57920 KEDANGE SUR CANNER
FRANKREICH. 
Tel. : +33 (0)382 830 163
mail@semin.com



The ibis Stadt-Hotel in Bremen with its  
air-conditioned 162 rooms and conference  
rooms is centrally located between the  
railway station and the historic city centre.
It therefore represents the ideal starting  
point for all activities in and around Bremen.

Due to the high demands placed on the  
building, all corridors were equipped with 
materials with fire resistance class EI90.

Here our ceiling panels EI90 (2 x 20 mm) make 
sure that hotel guests and staff are safe.

Executing company:
Runge Creative Object Design

ibis Stadt-Hotelibis Stadt-Hotel
Bremen - RemberstringBremen - Remberstring
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Suspended ceiling alone tested from 

below as well as from above

Tested in accordance with DIN EN 1364-2. Fire exposure from below as well as from above (from the plenum).

Tested according to EN 1364-2 Alumatic EI 90 2 x 20 mm - Suspended ceiling EI 90 (a -> b) only from above
Tested according to EN 1364-2 Alumatic EI 90 2 x 20 mm - Freely suspended ceiling EI 90 (a <-b ) only from below

Built-in gypsum plaster fire protection board DF/GKF 40 mm, 2-part fire protection set made of mineral fibre, 
removable panel lid, with mounting kit.
Mounting frame (with intumescent strip) and panel lid (with circumferential rubber lip seal) made of torsion-resistant 
extruded aluminium profile anodised quality.

—	 High quality rubber lip seal

—	 With concealed snap locks

—	 Catch arms in all sizes offer maximum safety

—	 Flush installation in gypsum plasterboard ceilings

—	 Detachable panel lid

40 mm:
Clear opening: A3 -32 mm x B3
Construction opening dimension: 
A1 +5 mm / B1 +5 mm
Fire-protection set: A2 +38 mm / B2 +38 mm

Alumatic EI90 40 mm access panel
for installation in self rated fire protecting suspended ceilings
with circumferential rubber lip seal and gypsum plasterboard inlay, with concealed snap locks and safety 
catch arms

Certif
ied

40 mm plasterboard inlay DF according to DIN EN 520 - EI90 (a –> b); EI90 (a <– b)

Order no. Size Installation dimension Outer dimension Clear width Depth Weight (kg) 

A	 x	 B (V)	 A1  x  B1 A2  x  B2 A3  x  B3 T1 T2

22-348 300	 x	 300 301	 x	 301 343	 x	 343 292	 x	 292 41.5 41 6.3

22-349 400	 x	 400 401	 x	 401 443	 x	 443 392	 x	 392 41.5 41 10.3

22-351 500	 x	 500 501	 x	 501 543	 x	 543 	 492	 x	 492 41.5 41 14.8

22-352 600	 x	 600 601	 x	 601 643	 x	 643 592	 x	 592 41.5 41 20.8

22-353	 *) 600	 x	 800 601	 x	 801 643	 x	 843 592	 x	 792 41.5 41 26.0

*) Order no. 22-353 is only tested from below. 

All dimensions are in mm / (V) = lock side The definition of the dimensions and further information can be found on page 8 
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—	 Sturdy steel construction, zinc-plated

—	 Fire protection set, two-part, in lightweight mineral fibre material

—	 Detachable flap lid with catch mechanism

Tested according to EN 1634-1. Fire exposure from below in plasterboard ceilings with fibre-reinforced plasterboards according to 
EN 15283-1. Normalized sound level difference tested according to EN ISO 10140-2: 34 dB (dimension 400 x 400 mm). 

The SecuTecna access door from RUG SEMIN is intended for installation in fire protection suspended ceilings of 50mm
thickness. The access door consists of a steel frame and a flap lid in steel with 2x25mm fleece-reinforced fire protection boards.
The flap lid is equipped with a square lock for secure closing. For inspection work, the flap lid can either be opened and be left
suspended in the frame or also be completely removed. On opening, a catch mechanism provides protection against the dropping
down of the lid. The lightweight mineral fibre fire protection set is arranged in the intermediate ceiling area in accordance with 
the instructions and is easy to handle due to the low weight.

Access panel for fire protection suspended ceilings EI120, available as special design, tested in dimensions up to 800 x 800 mm.
Classification report is available upon request.

Clear opening: A3 -6 mm x B3
Construction opening dimension: 
A1 +5 mm / B1 +5 mm
Fire-protection set: A2 +32 mm / B2 +32 mm

SecuTecna EI120 50 mm access panel
for installation in self rated fire protecting suspended ceilings
with square lock and safety wire

2 x 25 mm plasterboard inlay DF according to DIN EN 520 - EI120 (a <– b)

Order no. Size Installation dimension Outer dimension Clear width Depth Weight (kg) 

    A	 x	 B (V)	 A1  x  B1 A2  x  B2 A3  x  B3 T1 T2

22-441 300	 x	 300 301	 x	 301 354	 x	 354 298	 x	 298 51.5 20 8.1

22-443 400	 x	 400 401	 x	 401 454	 x	 454 398	 x	 398 51.5 20 13.2

22-445 500	 x	 500 501	 x	 501 554	 x	 554 	 498	 x	 498 51.5 20 19.2

22-446 600	 x	 600 601	 x	 601 654	 x	 654 598	 x	 598 51.5 20 25.8

22-448 800	 x	 800 801	 x	 801 854	 x	 854 798	 x	 798 51.5 20 44.0

All dimensions are in mm / (V) = lock side The definition of the dimensions and further information can be found on page 8
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smoke-tight as 

standard

AluSpeed® Safe EI30, EI90 access door
smoke-tight, for one side cladding shaft walls and solid walls
with circumferential EPDM hollow chamber seal and gypsum plasterboard inlay

Tested according to DIN EN 1364-1 and DIN EN 1363-1 as well as for EI30 according to EN 1634-1. 
Smoke-tight according to DIN EN 14600 and DIN EN 13501-2.

Tested for airborne sound insulation in accordance with DIN EN ISO 10140-2. The measured sound insulation 
value for EI30 is 38.1 dB and for EI90 40.1 dB. Frame construction made of steel and DF strips. 
Door leaf made of DF in steel frame with intumescent strip.
A matching key is included in the scope of delivery: Part No. 22-216 (see page 40-41) 
and installation instructions are included.
Optional accessories: Installation kit for solid walls (part no. 22-997)
Classification report is available upon request. Fire rated by CSTB.

—	 Easy wall installation through detachable door leaf

—	 Patented mounting claws allow easy and quick installation 
by only one fitter

—	 Screw head-free surface

—	 Lockable with square lock

Clear opening: A3 x B3
Construction opening dimension: 
A2 +2 mm / B2 +2 mm

Fire resistance class EI30 Plasterboard inlay DF according to DIN EN 520 - EI30 (o <–> i) from 2 x 12.5 mm panelling

Order no. Size Installation dimension Outer dimension Clear width Depth Weight (kg) 

 A x B (V) A1  x  B1 A2  x  B2 A3  x  B3 T1

22-531 200	 x	 200 204	 x	 204 204	 x	 222 97	 x	 99 48 3.8

22-532 300	 x	 300 304	 x	 304 304	 x	 322 197	 x	 199 48 4.9

22-533 400	 x	 400 404	 x	 404 404	 x	 422 297	 x	 299 48 7.6

22.538 400	 x	 600 404	 x	 604 404	 x	 622 297	 x	 499 48 12.6

22-534 500	 x	 500 504	 x	 504 504	 x	 522 397	 x	 399 48 11.4

22-535 600	 x	 600 604	 x	 604 604	 x	 622 497	 x	 499 48 15.7

22-536  600	 x	 800 604	 x	 804 604	 x	 822 497	 x	 699 48 19.9

22-537 600	 x	1,000 604	 x	1,004 604	 x	1,022 497	 x	 899 48 25.2

Fire resistance class EI90 Plasterboard inlay DF according to DIN EN 520 - EI90 (o <– i) from 2 x 20 mm panelling

22-579 200	 x	 200 204	 x	 204 204	 x	 222 97	 x	 99 68 4,0

22-580 300	 x	 300 304	 x	 304 304	 x	 322 197	 x	 199 68 7.5

22-582 400	 x	 400 404	 x	 404 404	 x	 422 297	 x	 299 68 12.1

22-583 400	 x	 600 404	 x	 604 404	 x	 622 297	 x	 499 68 16.4

22-584 500	 x	 500 504	 x	 504 504	 x	 522 397	 x	 399 68 16.7

22-586 600	 x	 600 604	 x	 604 604	 x	 622 497	 x	 499 68 22.5

22-587  600	 x	 800 604	 x	 804 604	 x	 822 497	 x	 699 68 31.5

22-588 600	 x	1,000 604	 x	1,004 604	 x	1,022 497	 x	 899 68 38.6

22-589 600	 x	1,200 604	 x	1,204 604	 x	1,222 497	 x	1,099 68 42.2

All dimensions are in mm / (V) = lock side The definition of the dimensions and further information can be found on page 8
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FireProtect-SW 60 access door

Fire resistance class EI 60 (i <–> o) Plasterboard inlay DF according to DIN EN 520 - mineral wool in accordance with EN14303, 2 x 15 mm

Order no. Size Installation dimension Outer dimension Clear width Depth Weight (kg) 

    A	 x	 B (V)	 A1  x  B1 A2  x  B2 A3  x  B3 T1 T2

22-401 300	 x	 300 304	 x	 304 304	 x	 304 180	 x	 200 48 62 4.3

22-402 400	 x	 400 404	 x	 404 404	 x	 404 280	 x	 300 48 62 7.2

22-403 500	 x	 500 504	 x	 504 504	 x	 504 380	 x	 400 48 62 9.8

22-404 600	 x	 600 604	 x	 604 604	 x	 604 480	 x	 500 48 62 13.9

22-405 600	 x	 800 604	 x	 804 604	 x	 804 480	 x	 700 48 62 20.4

22-408 600	 x	 1,200 604	 x	 1,204 604	 x	 1,204 480	 x	 1,100 48 62 29.7

All dimensions are in mm / (V) = lock side The definition of the dimensions and further information can be found on page 8

—	 Variably installable irrespective of wall thickness

—	 Door panel removable for wall mounting

—	 The screw head-free surface saves filling work

Fire tested from the shaft and room sides in accordance with NF EN 1634-1. Tested for airborne sound insulation 
EN ISO 10140-2. Standard-sound level difference: 48 dB (size 400 x 400 mm).

The FireProtect-SW 60 access door is especially suited for applications in shaft wall systems, installation shafts
and facing formwork in drywall constructions. The mounting frame and the door panel are in galvanized sheet steel
and are reinforced on the back with fire protection panels. In the frame there is an all-round hollow section seal. Thus,
the door is smoke-tight. 

The door panel, removable for installation, and the pre-machined counterbores in the mounting frame simplify the 
wall mounting. The door panel is firmly fitted after installation. The screw head-free door panel surface saves time-
consuming filling work.

With square lock for installation in one side cladding shaft walls and solid walls

—	 With an all-round seal, smoke-tight and sound insulation 
tested

Clear opening: : A3 x B3
Construction opening dimension: 
A1 +5 mm / B1 + 5 mm

RUG SEMIN GmbH · www.revisionsklappen.com 

56



B
E

N
E

FI
TS

Multiple finishing solutions:	 - galvanized as standard
- white coated
- stainless steel
- tray for tiles
- tray for gypsum board

B
3

A3

A1

B
2

A2

B
1

T1

AluRapid® EI30, EI90 access panel
for installation in one side cladding shaft walls and solid walls

Tested in accordance with DIN EN 1364-1 and according DIN EN 1634-1.

Construction with extruded aluminium profile anodised quality. Fire bulkhead 
made of DF panels with intumescent material and height-adjustable magnetic 
holders for front panel.

Universal faceplate made of galvanised sheet steel.
Classification report is available upon request.

Fire rated by CSTB.

—	 1 panel, 5 visible surface variants

—	 Self-locking firewall with handle for easy operation

—	 Patented mounting claws allow easy and quick installation by only 
one fitter

—	 Can be mounted directly from the room side

—	 Low installation depth

—	 Can be retrofitted

Clear opening: A3 x B3
Construction opening dimension: 
A2 +2 mm / B2 +2 mm

Certif
ied

Fire resistance class EI30 Plasterboard inlay DF according to DIN EN 520 -  EI30 (o <–> i) from 2 x 12.5 mm panelling

Order no. Size Installation dimension Outer dimension Clear width Depth Weight (kg) 

    A	 x	 B (V)	 A1  x  B1 A2  x  B2 A3  x  B3 T1

22-520 300	 x	 300 300	 x	 300 304	 x	 322 200	 x	 200 44 3.7

22-522 400	 x	 400 400	 x	 400 404	 x	 422 300	 x	 300 44 6.3

22-524 500	 x	 500 500	 x	 500 504	 x	 522 400	 x	 400 44 8.7

22-526 600	 x	 600 600	 x	 600 604	 x	 622 500	 x	 500 44 12.7

22-528 600	 x	 800 600	 x	 800 604	 x	 822 500	 x	 700 44 15.6

22-530 600	 x	 1,000 600	 x	 1,000 604	 x	 1,022 500	 x	 900 44 19.6

Fire resistance class EI90 Plasterboard inlay DF according to DIN EN 520 - EI90 (o <–> i) from 2 x 20 mm panelling

22-540 300	 x	 300 300	 x	 300 304	 x	 322 	 200	 x	 200 69 6.6

22-542 400	 x	 400 400	 x	 400 404	 x	 422 	 300	 x	 300 69 10.9

22-544 500	 x	 500 500	 x	 500 504	 x	 522 	 400	 x	 400 69 15.9

22-546 600	 x	 600 600	 x	 600 604	 x	 622 	 500	 x	 500 69 22.2

22-548 600	 x	 800 600	 x	 800 604	 x	 822 	 500	 x	 700 69 28.5

22-550 600	 x	 1,000 600	 x	 1,000 604	 x	 1,022 500	 x	 900 69 33.2

All dimensions are in mm / (V) = lock side The definition of the dimensions and further information can be found on page 8
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—	 Cost-effective solution for shaft walls with fire protection

—	 Circumferential lip seal (silicone) against smoke passage

—	 Quick and easy installation

Alumatic-W EI30 access panel
for installation in shaft wall systems / installation shaft walls / facing shells
with gypsum plasterboard inlay, with concealed snap locks and self-adjusting safety catch arms

Clear opening: (A3 -32 mm) x B3
Construction opening dimension =
Installation dimension (A1 +5-10 mm) x (+5-10 mm)

Tested according to EN 1634-1 Inspection panel for use in shaft wall systems / installation shaft walls / facing panels.
Normalized sound level difference tested according to EN ISO 10140-2: 40 dB (dimension 400 x 400 mm) 

Installation in shaft walls with one of the requirements being “fire load from shaft side and room side”. Reliable 
protection against spreading of fire from the room into the shaft or vice versa. Mounting frame made of aluminium with 
fire protection strips, panel with inserts made of fire protection plates DF. Self-adjusting safety catch arms on both sides, 
removable cover.

Assembly instruction: For wall installation, the locks must be positioned upwards.
Classification report is available upon request.

2 x 12.5 mm gypsum plasterboard inlay DF according to DIN EN 520 - EI230 (i <–> o)

Order no. Size Installation dimension Outer dimension Clear width Depth Weight (kg)

    A	 x	 B (V)	 A1   x   B1 A2   x   B2 A3   x   B3 T1 T2

22-739 200	 x	 200 197	 x	 197 239	 x	 239 189	 x	 189 26 41 1.6

22-740 300	 x	 300 297	 x	 297 339	 x	 339 289	 x	 289 26 41 2.6

22-741 400	 x	 400 397	 x	 397 439	 x	 439 	 389	 x	 389 26 41 4.2

22-742 500	 x	 500 497	 x	 497 539	 x	 539 489	 x	 489 26 41 6.2

22-743 1,000	 x	 500 997	 x	 497 1,039	 x	 539 989	 x	 489 26 41 11.7

22-744 600	 x	 600 597	 x	 597 639	 x	 639 589	 x	 589 26 41 8.5

22-745 800	 x	 600 797	 x	 597 	 839	 x	 639 789	 x	 589 26 41 11.3

22-746 1,000	 x	 600 997	 x	 597 1,039	 x	 639 989	 x	 589 26 41 13.8

22-747 800	 x	 800 797	 x	 797 839	 x	 839 789	 x	 789 26 41 14.6

22-748 1,000	 x	 1,000 997	 x	 997 1,039	 x	1,039 989	 x	 989 26 41 22.4

All dimensions are in mm / (V) = lock side The definition of the dimensions and further information can be found on page 8
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Clear opening: (A3 -32 mm) x B3
Construction opening dimension =
Installation dimension (A1 +5-10 mm) x (+5-10 mm)

Softline Protect EI30, EI60 access door
Fire resistance class EI30 - EI260 for installation in shaft wall systems / installation shaft walls / facing panels

Tested according to EN 1634-1 Inspection panel for use in shaft wall systems / installation shaft walls / facing panels.
Tested for airborne sound insulation according to DIN EN ISO 10140-2 and DIN EN ISO 717-1, sound reduction index Rw 22.7 dB.

The Softline Protect access door is specially designed for installation in shaft walls with a minimum thickness of 25 mm and the 
requirement of fire resistance class EI 30 or EI2 60. It provides reliable protection against fire spreading from the room into the shaft or 
vice versa.
The powder-coated metal surface of the installation frame covers the wall opening and provides an overall harmonious appearance. 
Lockability with square lock prevents any opening by unauthorised persons.

Door leaf with recessed 7 mm square lock. Galvanised sheet steel, coated white (RAL 9016).
The door leaf is equipped with a fire protection inlay made of 15 mm DF/GKF gypsum plasterboard inlay and a 40 mm mineral fibre board 
as well as a circumferential insulation layer former.
Size 400 x 400 mm door leaf with 2 locks.

Fire rated by CSTB.

—	 Durable powder-coated surfaces

—	 With wall anchor as standard for secure mounting

—	 Door leaf with fire protection inlay

—	 Door leaf not detachable

—	 Left- or right- sided hinge

—	 Easy installation

Clear opening: A3 -15 mm (from size 50x50) x B3
Construction opening dimension: 
A1 +5 mm / B1 + 5 mm

Fire resistance class EI30 - 1)  EI30 (i <–> o) - 2) also tested for ceiling 25 mm from below EI30 (a <– b)

Order no. Size Installation dimension Outer dimension Clear width Depth Weight (kg) 

   A	 x	 B (V)	    A1   x   B1   A2   x   B2   A3   x   B3 T2 T3

22-572 200	 x	 200 200	 x	 200 235	 x	 235 135	 x	 195 53 20 1.3

22-573 300	 x	 300 300	 x	 300 335	 x	 335 235	 x	 295 53 20 3.0

22-574 400	 x	 400 400	 x	 400 	 435	 x	 435 335	 x	 395 53 20 5.2

22-575 500	 x	 500 494	 x	 494 538	 x	 538 410	 x	 468 53 25 8.2

22-576 600	 x	 600 594	 x	 594 638	 x	 638 510	 x	 568 53 25 12.1

Fire resistance class EI60 - EI260 (i <–> o)

22-592 200	 x	 200 200	 x	 200 235	 x	 235 135	 x	 195 53 20 1.3

22-593 	 300	 x	 300 300	 x	 300 335	 x	 335 235	 x	 295 53 20 3.0

22-594 400	 x	 400 400	 x	 400 435	 x	 435 335	 x	 395 53 20 5.2

22-595 500	 x	 500 494	 x	 494 538	 x	 538 410	 x	 468 53 25 8.2

22-596 600	 x	 600 594	 x	 594 638	 x	 638 510	 x	 568 53 25 12.1

All dimensions are in mm / (V) = lock side The definition of the dimensions and further information can be found on page 8

1)

2)
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Alumatic partition wall EI30, EI90
Access panel
for installation in non-load-bearing, space-enclosing installation walls, metal stud walls, lightweight partition 
walls and installation walls with wall cladding on both sides 

Tested according to DIN EN 1364-1 and DIN EN 1363-1. 

Mounting frame and panel lid made of torsion-resistant extruded aluminium profile anodised quality, 
panel lid with circumferential rubber lip seal, mounting frame with intumescent strip.

Classification report is available upon request.
Assembly instruction: The locks are to be positioned upwards.

—	 With concealed snap locks

—	 Self-adjusting safety catch arms on all sizes offer maximum safety

Clear opening: A3 x B3 (-32 mm)
Construction opening dimension: 
A1 +5 mm / B1 +5 mm

Certif
ied

Fire resistance class EI30, 12.5 mm gypsum plasterboard inlay DF according to DIN EN 520 - EI30 (o <–> i)

Order no. Size Installation dimension Outer dimension Clear width Depth Weight (kg) 

    A (V) 	x    B	 A1  x  B1 A2  x  B2 A3  x  B3 T1 T2

22-600 300	 x	 300 297	 x	 297 339	 x	 339 289	 x	 289 13 41 1.9

22-602 400	 x	 400 397	 x	 397 439	 x	 439 389	 x	 389 13 41 2.8

22-604 500	 x	 500 497	 x	 497 539	 x	 539 489	 x	 489 13 41 3.8

22-606 500	 x	 600 497	 x	 597 539	 x	 639 	 489	 x	 589 13 41 5.1

22-607 600	 x	 600 597	 x	 597 639	 x	 639 589	 x	 589 13 41 6.7

22-608 500	 x	 800 497	 x	 797 539	 x	 839 489	 x	 789 13 41 6.2

22-610 500	 x	 1,000 497	 x	 997 539	 x	1,039 489	 x	 989 13 41 7.1

Fire resistance class EI90, 2 x 12.5 mm gypsum plasterboard inlay DF according to DIN EN 520 - EI90 (o <–> i)

22-650 300	 x	 300 297	 x	 297 339	 x	 339 289	 x	 289 26 41 2.8

22-652 400	 x	 400 397	 x	 397 439	 x	 439 389	 x	 389 26 41 4.5

22-654 500	 x	 500 	 497	 x	 497 539	 x	 539 489	 x	 489 26 41 6.6

22-656 500	 x	 600 497	 x	 597 539	 x	 639 489	 x	 589 26 41 8.3

22-657 600	 x	 600 597	 x	 597 639	 x	 639 589	 x	 589 26 41 9.8

22-658 500	 x	 800 497	 x	 797 539	 x	 839 489	 x	 789 26 41 10.4

All dimensions are in mm / (V) = lock side The definition of the dimensions and further information can be found on page 8
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Custom-made products and 
dimensions
on request (in 50 mm grid)

(it is essential to indicate which dimen-

sion is to be assigned to the lock side)



B
E

N
E

FI
TS

7 8

4 6

1 2 3

Do not forget the correct placing of the fire 
protection set for fire dampers!

5
≤ 170 mm

≤
 1

70
 m

m

Installation example and installation instructions

All installation instructions are available for download: www.revisionsklappen.com

 




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Custom-made products

e.g. multi-leaf access panels
here Alumatic three-leaf

Special sizes / formats / Z-profile / prepared for profile cylinder / with locks etc. on request

e.g. the Alumatic double-leaf with perforated plate
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Alumatic double-leaf for the wall

—	 With concealed snap locks

—	 Safety wire for increased safety

—	 Free passage without bridge

—	 Seal in frame

—	 Easy removal of the door leaf possible

Locking variants on request

Prepared for profile 
cylinder

Square lock Cylinder lock

Triangular lock

Square lock with cap
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Chimney doorsChimney doors
Chimney door with lever lock				

Can be used either with a stop on the right or left, the door leaf can be unhinged for 
installation. Test marks P-BWU 02-79. General building authority test certificates, quality-
controlled.

Material
Outer dimension (mm) Clear width (mm)

PU / SU Order no.A B C D

Stainless steel 230 x 295 135 x 200 1 / 1 21-204

Galvanised sheet 
steel

230 x 295 135 x 200 1 / 1 21-206

Chimney door with square lock				

Can be used either with a stop on the right or left, the door can be unhinged for 
installation. Test marks P-BWU 02-79.
General building authority test certificates, quality-controlled.

Material

Outer dimension (mm) Clear width (mm)

PU / SU Order no.A B C D

Stainless steel 230 x 295 135 x 200 1 / 1 21-203

Galvanised sheet 
steel

230 x 295 135 x 200 1 / 1 21-208

Chimney door with square lock				

Can be used either with a stop on the right or left, the door can be unhinged for 
installation. Test marks P-BWU 02-31
General building authority test certificates, quality-controlled.

B
D

A

C

        

open

open

closed

closed

Material

Outer dimension (mm) Clear width (mm)

PU / SU Order no.A B C D

Stainless steel 230 x 380 135 x 300 1 / 1 21-251

Galvanised sheet 
steel

230 x 380 135 x 300 1 / 1 21-250

Chimney door with square lock				

Can be used either with a stop on the right or left, the door can be unhinged for 
installation. Test marks 21-261: P-BWU 02-36 / test mark 21-260: P-BWU 02-32
General building authority test certificates, quality-controlled.

B
D

A

C

        

open

open

closed

closed

Material

Outer dimension (mm) Clear width (mm)

PU / SU Order no.A B C D

Stainless steel 280 x 380 185 x 300 1 / 1 21-261

Galvanised sheet 
steel

280 x 380 185 x 300 1 / 1 21-260

B
D

A

C

B
D

A

C
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Chimney door with square lock					

Can be used either with a stop on the right or left, the door can be unhinged for 
installation. Test marks 21-271: P-BWU 02-48 / test mark 21-270: P-BWU 02-33
General building authority test certificates, quality-controlled.

Material
Outer dimension (mm) Clear width (mm)

PU / SU Order no.A B C D

Stainless steel 350 x 380 250 x 300 1 / 1 21-271

Galvanised sheet 
steel

350 x 380 250 x 300 1 / 1 21-270

Chimney door with rotary knob		

Can be used either with stop on the right or left,
Test mark P-BWU 02-01, general building authority test certificates, quality-controlled.
Material: Sheet steel, coated white. B

D

A

C

Material

Outer dimension (mm) Clear width (mm)

PU / SU Order no.A B C D

Sheet steel, white 190 x 255 140 x 205 1 / 1 21-209

Chimney door with square lock			

Can be used either with stop on the right or left,
Test mark P-BWU 02-01, general building authority test certificates, quality-controlled.
Material: Sheet steel, coated white. B

D

A

C

Material

Outer dimension (mm) Clear width (mm)

PU / SU Order no.A B C D

Sheet steel, white 190 x 255 140 x 205 1 / 1 21-210

Chimney door with square lock					

Available with left or right stop upon request. The door can be unhinged for installation.
Test marks P-BWU 02-06 (21-454), P-BWU 02-07 (21-459).
General test certificate issued by the building supervisory authority, quality-controlled

A

B

C

D
Material

Outer dimension (mm) Clear width (mm)

PU / SU Order no.A B C D

Galvanised sheet 
steel

230 x 406 150 x 300 1 / 1 21-454

Galvanised sheet 
steel

280 x 406 200 x 300 1 / 1 21-459

matching square socket keys and square spanner

Further keys see 
accessories page 40-41

B

D

A

C

Zu    

Zu

Auf
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Order no. 22-216 Order no. 22-213 Order no. 22-218
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Safely closed and easily accessible at any time 

with tile frames from RUG SEMIN
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Tile framesTile frames
Pipes and tubes in tiled walls?



Stainless steel angle profile 8 mm

Carrier plate made of hot-dip galvanised sheet steel
Frame plastic white, magnets are height adjustable
The stable plastic frame acts as a joint

Plastic tile frame with magnets

Order no. Tile size Frame dimension Number of PU / SU

A B D  E tiles

52-427 100 200 209 206 2 5 / 1

52-434 150 150 156 156 1 5 / 1

52-422 150 150 156 309 2 5 / 1

52-423 150 150 309 309 4 5 / 1

52-436 150 200 156 206 1 5 / 1

52-437 150 200 309 206 2 5 / 1

52-438 150 200 309 409 4 5 / 1

52-431 150 300 306 156 1 5 / 1

52-432 150 300 306 309 2 5 / 1

52-435 200 200 206 206 1 5 / 1

52-429 200 200 206 409 2 5 / 1

52-430 200 200 409 409 4 5 / 1

52-442 200 250 206 256 1 5 / 1

52-443 200 250 409 256 2 5 / 1

52-439 200 300 206 306 1 5 / 1

52-441 200 300 409 306 2 5 / 1

52-440 250 250 256 256 1 5 / 1

52-445 250 330 256 336 1 5 / 1

All dimensions are in mm

Tile frame stainless steel

Order no. Dimensions in mm PU / SU

A B C

51-379 150 150 8 10 / 1

51-361 150 200 8 10 / 1

51-380 150 300 8 10 / 1

51-388 200 200 8 10 / 1

51-359 200 250 8 10 / 1

51-389 200 300 8 10 / 1

51-381 300 300 8 10 / 1

All dimensions are in mm

B

A

C
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							     1 / 1		 52-400
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C
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D

Stainless steel 
with frame and screws

For easy opening of tile frames or similar
Material: Plastic / rubber

4 tile magnets, 4 counter plates, 
counterplate hot-dip galvanised sheet steel

Stainless steel cover frame

Order no. Tile size Frame dimension PU / SU

A B D  E

51-405 170 170 150 150 1 / 1

51-410 220 220 200 200 1 / 1

51-415 270 270 250 250 1 / 1

51-420 320 320 300 300 1 / 1

All dimensions are in mm

Tile magnets 

Order no. Dimensions in mm Bag content PU / SU

A B C

54-020 49 34 14 4 20 / 1

All dimensions are in mm

Suction holder
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1 2 3

4 5 6

69

Installation of plastic tile frame
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A

B

C

A

• As a set with snap lock and pulling device

• Galvanised sheet steel, coated white RAL 9016

• Suitable for glass blocks with a thickness of 8 cm

Glass block ventilation frames

Order no. Inner dimension Number of PU / SU

A B C stones

02-343 190 190 80 1 1 / 1

02-344 190 390 80 2 1 / 1

02-345 390 390 80 4 1 / 1

02-346 240 240 80 1 1 / 1

02-347 240 490 80 2 1 / 1

02-348 490 490 80 4 1 / 1

Pulling device for ventilation leaves

  Cord length 1,850 mm

Order no. A PU / SU

01-359 75 1/1
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Glass block Glass block 
ventilation framesventilation frames



42 53 61

Glass block ventilation 
frame for 1 glass block

Glass block ventilation 
frame for 2 glass blocks

Glass block ventilation 
frame for 4 glass blocks

Installation of glass blocks in ventilation frames
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www.revisionsklappen.com
www.rug-semin.de

RUG SEMIN GMBH
PITTLERSTRASSE 21
D - 63225 LANGEN
TEL.	 +49 (0) 6103 3001-0
FAX	 +49 (0) 6103 3001-300
E-MAIL	 SERVICE@RUG-SEMIN.DE
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